Refrigerated Glass Door Lighting Refrigerated Glass Door Lighting
FAME2 FAME2

¢ Anti-glare design

¢ Delicate and elegant appearance

¢ Compact andslimin design

¢ Bright and consistent illuminance for display area
¢ |P Rating: IP65 (for damp locations)

¢ Lifetime: 50,000hrs (ta=95°F, 35°C)

e Ta:-13°F~95°F(-25°C~35°C)

¢ Material: Aluminum alloy

¢ Other color temp available
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Dimensions: (inches/mm)
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How to order using our catalog numbers
Example: FAME2-1L4740K

Series Side Length CCT Finish Installation
(K)
L- Left 47 - 46.1"(1170mm)
., 40K - 4000K . - ,
FAME2 C - Center 57 -56.7"(1440mm) 50K - 5000K [blank] - Natural Aluminum [blank] - Mounting Clips
R - Right 68-67.3"(1710mm)

Specifications

Catalog No. Model Rated Input Ra Power Luminous flux 75W 6W
(VDC) (W) (TYP@4000K)Im  (17-7524L-12) (17-9424DL-24)
FAME2-L47 40K
FAME2-L56-24V 24 85 6.4 704 1 polLeft 1 peLeft
FAME2-L4750K . .
FAME2-C4740K
FAME2-L112-24V 24 85 12.8 1408 ApasCenter  Spos Center
FAME2-C4750K . .
FAME2-R4740K ) :
FAME2-L56-24V-1 24 85 6.4 704 1 e Brghit | pe Eight
FAME2-R4750K
FAME2-L5740K
FAME2-L70-24V 24 85 8 880 1 pc Left 1 pc Left
FAME2-L5750K
+ +
FAME2-C5740K
FAME2-L140-24V 24 85 16 1760 3pcsCenter 4pcsCenter
FAME2-C5750K
° 0 ° + +
| Compact and slim in de5|gn FAME2-R5740K
FAME2-L70-24V-1 24 85 8 880 1pc Right 1pc Right
FAME2-R5750K
FAME2-L6840K
FAME2-184-24V 24 85 9.6 1056 1 pc Left 1 pc Left
FAME2-L6850K
+ +
FAME2-C 6840K
FAME2-L168-24V 24 85 192 2112 2pcsCenter 3 pcsCenter
FAME2-C 850K
+ +
FAME2-R6840K
FAME2-L84-24V-] 24 85 9.6 1056 1pc Right 1pc Right

FAME2-R6850K

*included: 1pc LED fixture, 2pcs Screws, 2pcs wire Nuts.
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Refrigerated Glass Door Lighting

FAME2

Photometrics

Refrigerated Glass Door Lighting

FAME2
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Accessories Catalog No. Description Length N.W.
(inch) (Ib)
17-75241-12
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SENF

Model: SLT75-24VL-2
Matching driver, max. 75W.
Input: 100-240VAC 17" cable.
Output: 24VDC 12"cable.

17-9624DL-26

Model: SLD96-24VC-UN1

Matching 1-10V dimmable driver, max. é6W.
Input: 120-277VAC 17" hard wire.

Output: 24VDC 26" hard wire.
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Installation

* Details see the instruction manual
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