
HealthProtect™
The only air purifier for 24/7  protection against viruses

 

เคร�่องฟอกอากาศเพียงเคร�่องเดียว
ที่ปองกันไวรัส และแบคทีเร�ยตลอด 24 ชม.

and bacteria

1. ดาวนโหลดแอพพลิเคชั่น
Blueair จาก App Store ระบบ IOS
และ Google Play ระบบ Android

2. ทำการลงทะเบียน
แอพพลิเคชั่น
ดวย Email

3. ทำการลงทะเบียน
แอพพลิเคชั่น

ดวย Email และใส Password

4. กดปุม Connect Product
เพื่อทำการเช�่อมตอ

เคร�่องฟอกอากาศของเรา

5. ทำการเลือกรุน
ของเคร�่องฟอกอากาศ

และทำการเปด Bluetooth
จากมือถือที่เช�่อมตอ

6. รอการเช�่อมตอ
เมื่อเราทำการเลือกรุน
ของเคร�่องฟอกอากาศ

เร�ยบรอย

7. ใหทำการเลือก Wifi
ภายในบาน หร�อในหอง

ของเรา

8. ใส Password
ของ Wifi ที่ทำการ

เช�่อมตอ

9. เช�่อมตอ Wifi สำเร็จ
ก็ทำการกดปุม Next

10. ทำการตั้งช�่อ
เคร�่องฟอกอากาศ

ของคุณ

11. ตั้งช�่อหร�อแกไข
ช�่อเคร�่องฟอกอากาศ
เร�ยบรอยแลวกด Save

12. หนาจอจะข�้น
ในสวนของ Indoor 

และเราเลือกดูตามช�่อ
ที่เราตั้งไว

13. เมื่อเราไดทำการคลิก
เขามาก็จะพบกับ

การแสดงคาตางๆ

On/Standby : เปดเคร�่อง/สแตนดบาย

Auto Mode : โหมดปรับระดับแรงลมอัตโนมัติ 

Fan Speed : ปรับระดับแรงลม 0-1-2-3

GermShield : เทคโนโลยีฆาเช�้อและยับยั้งการเจร�ญเติบโต
ของไวรัสและแบคทีเร�ยตลอด 24 ชม.

Wifi : แสดงสถานะการเช�่อมตอ Wifi

14. ฟงกชั่น Fan speed
ตั้งคาแรงลม

15. ในสวนของ
Product Setting จะแสดง
คาตางๆของตัวเคร�่อง

เคร�่องฟอกอากาศเพียงเคร�่องเดียว
ที่ปองกันไวรัส และแบคทีเร�ยตลอด 24 ชม.เคร�่องฟอกอากาศเพียงเคร�่องเดียว

ที่ปองกันไวรัส และแบคทีเร�ยตลอด 24 ชม.



Performance & specifications

HEPASilent Ultra™
Every component of HEPASilent Ultra™, Blueair’s most advanced 
filtration technology, is uniquely engineered in Sweden to 

HEPASilent Ultra™ uses electrostatic and mechanical to fill your 
room with more 100% clean air. Silently.

GermShield™
Even when your unit is on standby, GermShield™ proactively 
monitors your room and automatically activates plasma charging 
when conditions are ideal for growth, killing existing viruses and 
bacteria. A gentle stream of air then ensures no new growth.

SpiralAir™
Unlike other air purifiers that only push clean air to a small part 
of the room, the SpiralAir™ air outlets are uniquely engineered 
to deliver 360° omni-directional airflow- quickly circulating 
the air to every corner. Ensuring you breathe clean, healthy air 
wherever you are.

A    Specifications based on China models (220 VAC, 50 Hz with SmartFilter Ultra).   B    The CADR 
indicates how much filtered air is delivered (airflow) by the air purifier operating at the highest 
setting. Tests are performed in accordance with GB standard GB/T 18801-1. 

  Yes    No

 
ModelA HealthProtect™ 7440i

HealthProtect™ 7440i HealthProtect™  7770i

Technology HEPASilent Ultra™

Room size 38-63 m²
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CADR B (Clean Air Delivery Rate)

Product
Sound level – High 55 dB(A)
 – Low 27 dB(A)
Energy consumption – High 72 W
 – Low 9 W
Wheels 

Filters
SmartFilter Ultra 

Number of filters 1
Smart filter replacement timer 

Filter Lifetime Up to 1 year
Connectivity / sensors
Wi-Fi 

Blueair app compatible 

Auto mode 

VOC sensor 

Particle laser sensor 

Temperature & Humidity sensors 

User Interface
Air Quality indicator light bar 

Air quality in numbers 

LCD Display 

Automatic light dimming 

Dimensions / weight

Product dimensions (H x W x D) 690 x 300 x 300 mm
(27.2 x 11.8 x 11.8 in)

Product weight (including filter)

 
ModelA

Technology

Room size

CADR B (Clean Air Delivery Rate)
Smoke
Dust
Pollen
Product
Sound level – High

 – Low

Energy consumption – High

 – Low

Wheels

Filters
SmartFilter Ultra
Number of filters
Smart filter replacement timer
Filter Lifetime
Connectivity / sensors
Wi-Fi
Blueair app compatible
Auto mode 
VOC sensor
Particle laser sensor
Temperature & Humidity sensors

User Interface
Air Quality indicator light bar
Air quality in numbers
LCD Display
Automatic light dimming
Dimensions / weight

Product dimensions (H x W x D)

Product weight (including filter)12.5 kg

HealthProtect™  7770i

HEPASilent Ultra™

62-103 m²

735 m³/h (435 cfm)
675 m³/h (400 cfm)
735 m³/h (435 cfm)

Smoke
Dust
Pollen

455 m³/h (270 cfm)
465 m³/h (275 cfm)
475 m³/h (280 cfm)

45 dB(A)
25 dB(A)

43 W
9 W





1


Up to 1 year





















860 x 340 x 340 mm
(33.9 x 13.4 x 13.4 in)

19.6 kg


