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The insulation class of the motors is B, and 
the protection class of that is IP42. 
The applicable environment temperature
of the motors is from -30oC to +60oC.
The average working life of the motors is 
over 20,000 hours.
YZ series motors have attained CE VDE 
RoHs and CCC  certificates.
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 YZ series motors are shaded pole motors with single-phrase and 4 poles, and running at the rated 
voltage/frequency of 220-240V, 50/60Hz. They are widely applied to radiators, evaporators and other refrig-
eration equipments.

YZ10-20

Distributor by Sangchai Group

Drawing

Output Power (W) 10

Model YZ10-20

Voltage(V) 220-240

Frequency (Hz) 50/60

Input Power (W) ≤40

Current (A) ≤0.25

Speed (rpm) 1300±150

Rotation CCW

Airfiow Direction Sucking or Blowing 

Motor Protection Impedance protected

Insulation Class B

Protection Class IP 42

Operating Type S1*

Mounting Type Horizontal or Vertical

Ambient Temperature -30oC — +60oC

Approvals CE VDE RoHS CCC

Weight Per Unit 1.1kg

Specifications

(*S1 : Continuous running duty) Stable work load

AC Motor 220-240V
50/60Hz.



AC Motor
Shaded Pole Motor

(+66)2-446-5656 sangchaigroup www.sangchaigroup.com

The insulation class of the motors is B, and 
the protection class of that is IP42. 
The applicable environment temperature
of the motors is from -30oC to +60oC.
The average working life of the motors is 
over 20,000 hours.
YZ series motors have attained CE VDE 
RoHs and CCC  certificates.
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 YZ series motors are shaded pole motors with single-phrase and 4 poles, and running at the rated 
voltage/frequency of 220-240V, 50/60Hz. They are widely applied to radiators, evaporators and other refrig-
eration equipments.

YZ16-25
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Drawing

220-240V
50/60Hz.

Output Power (W) 16

Model YZ16-25

Voltage(V) 220-240

Frequency (Hz) 50/60

Input Power (W) ≤60

Current (A) ≤0.4

Speed (rpm) 1300±150

Rotation CCW

Airfiow Direction Sucking or Blowing 

Motor Protection Impedance protected

Insulation Class B

Protection Class IP 42

Operating Type S1*

Mounting Type Horizontal or Vertical

Ambient Temperature -30oC — +60oC

Approvals CE VDE RoHS CCC

Weight Per Unit 1.4kg

Specifications

(*S1 : Continuous running duty) Stable work load



Energy Saving Motor
EC Motor
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EC Motor
Energy Saving Motor

GEC7112A 

Motor Type EC Motor

Input Voltage Range 220-240V, 50-60Hz

Output Power Range 0-12W

Max Input Power 20 W

Max Input Current 0.09 ± 0.01 A

Rated Speed (rpm) 1,300 rpm

Min-Max Amb. T -40oC — +60oC

Rotation (Side View) CCW

Motor Protection Impedance Protected

Thermal Protection Electronics Protection

Approvals UL EX VDE CE

Noise SPL 30.6 dB @1,300 rpm

Weight 0.5 Kg

Life Time ≥ 60,000 hr

Specifications

Rated 
Input 
(W)

Rated 
Current 

(A)

Rated 
Speed 
(r/min)

Efficiency 
(%)

Air 
Volume 
(m3/h)

Fan 
Blade 
(mm)

8.10 0.070 1,335 62 335 200/ 22o

10.30 0.086 1,334 63 370 200/ 26o

10.80 0.093 1,334 65 410 200/ 28o

13.20 0.109 1,333 66 490 230/ 22o

11.70 0.097 1,336 65 450 200/ 34o

6.80 0.060 1,336 65 460 230/ 22o

16.00 0.131 1,335 66 510 230/ 28o

19.60 0.155 1,330 68 650 254/ 28o

Drawing

High
Efficiency

Silence 
Operation

IP67 Insulation 
Class H

Class H
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EC Motor
Energy Saving Motor

GEC7120A

Motor Type EC Motor

Input Voltage Range 220-240V, 50-60Hz

Output Power Range 0-18W

Max Input Power 30 W

Max Input Current 0.10 ± 0.02 A

Rated Speed (rpm) 1,300 rpm

Min-Max Amb. T -40oC — +60oC

Rotation (Side View) CCW

Motor Protection Impedance Protected

Thermal Protection Electronics Protection

Approvals UL EX VDE CE

Noise SPL 30.6 dB @1,300 rpm

Weight 0.5 Kg

Life Time ≥ 60,000 hr

Specifications

Rated 
Input 
(W)

Rated 
Current 

(A)

Rated 
Speed 
(r/min)

Efficiency 
(%)

Air 
Volume 
(m3/h)

Fan 
Blade 
(mm)

24.20 0.203 1310 66 700 250/ 34o

26.50 0.216 1311 65 760 300/ 22o

36.50 0.280 1305 65 830 300/ 28o

Drawing

High
Efficiency

Silence 
Operation

IP67 Insulation 
Class H

Class H



Project Reference

Certificate Test & Regulation

CCC RoHS 2015CCC

TUV EC Motor CE EC MotorUL AC Motor EX EC MotorUL EC Motor

ISO9001VDE 015
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